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BluetoothTM-Card für 
Kfz-Freisprecheinrichtung 
 
Wer heute im Zusammenhang mit modernen Kommunikationsein-
richtungen im Automobil von Funkübertragung spricht, erntet zu-
meist skeptische Blicke. Navigation ja. Telefonieren im Auto? Lieber 
nicht! Oft dominieren Ängste, wird die Sicherheit in Frage gestellt. 
 
In der Tat verlangt die wachsende 
Verkehrsdichte und die höhere 
Informationsflut im Straßenverkehr 
vom Fahrer eines Kfz-Fahrzeuges ein 
erhöhtes Maß an Aufmerksamkeit.  
Deswegen hat digades im Auftrag 
eines namhaften Kunden eine Blue-
toothTM-Card für Freisprecheinrich-
tungen entwickelt, die das Telefonie-
ren im Auto sicherer macht. Störge-
räusche, Echos und mangelnde 
Gegensprechqualität gehören Dank 
modernster Digitaltechnik und 
leistungsfähiger Signalprozessoren 
der Vergangenheit an. 
 
Ein Vorteil der BluetoothTM-Card für Freisprecheinrichtungen ist, dass 
beliebige BluetoothTM-fähige Handys verwendet werden können, 
ohne dass das Cradle umgerüstet werden muss. Dafür sorgt das von 
digades entwickelte BluetoothTM-Modul, welches die modulare Frei-
sprecheinrichtung damit um eine entsprechende drahtlose Schnitt-
stelle erweitert. Dieses wird einfach in einen dafür vorgesehenen 
Schacht der Freisprecheinrichtung geschoben. Ein robustes Geräte-
design sichert die Funktionalität auch unter starken Störeinflüssen, 
wie sie bei geringem Abstand zwischen BluetoothTM-Card und Handy 
entstehen können. Gemäß den Standards der Automobilindustrie 
sind sie auf ihre Sicherheit und Qualität getestet. 
 

Technische Merkmale 
Übertragungsfrequenz: 

Modulationsart: 

Typ. Sendeleistung:  

Betriebsspannung:  3,0V bis 3,6V 

Gesamtstromaufnahme: < 70mA 

Arbeitstemperaturbereich: -40°C bis +85°C 

Abmessungen:   entsprechend der CF-Card Typ1  
   42,8mm x 52,0mm x 5,1mm 

BluetoothTM-card for car hands-
free equipment 
 
These days, anyone who mentions radio in the context of state-
of-the-art communication in cars might draw a sceptical glance 
or two. Navigation? Yes please. Make a phone call while driving? 
No thanks! Frequently, worries regarding safety are the issue. 

 
It is indeed a fact that driving through 
a growing density of traffic with an 
increasing flood of information de-
mands a greater degree of concentra-
tion from car drivers. For that reason, a 
well-known market operator commis-
sioned digades to develop a Blue-
toothTM card for hands-free equipment 
which would make it possible to more 
safely make phone calls while driving. 
Thanks to leading-edge digital tech-
nology and powerful signal proces-
sors, interference, echo and insuffi-
cient two-way speech quality are a 
thing of the past. 
 

One convenience of the BluetoothTM card for hands-free equip-
ment is that any BluetoothTM-enabled mobile phones can use it 
without their cradles having to be converted. That is thanks to 
the BluetoothTM module developed by digades which upgrades 
the modular hands-free equipment by an equivalent wireless in-
terface. This module is inserted into a special slot in the hands-
free unit. A robust device design safeguards the functionality 
even under the influence of powerful interference, such as that 
which occurs when the BluetoothTM card is very close to the mo-
bile phone. Their safety and quality are tested in accordance with 
the standards of the automobile industry. 
 

Technical features 
Transmission frequency: 

Type of modulation: 

Typical transmission power: 

Operating voltage:   3.0V to 3.6V 

Total current consumption:  < 70mA 

Operating temperature range: -40°C to +85°C 

Dimensions:   Corresponding to the 
CF cardTyp1  
42.8mm x 52.0mm x 5.1mm 

BluetoothTM-Spezifikation, 
Version 1,1 Class 3-Gerät 

BluetoothTM specification,  
Version 1.1, class 3 device 


